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#5@12" EW W/STD HOOKS
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CORE DRILL

PIPE BELL OR FLANGE 
NOTE 1

ADHESIVE GROUT 
#5 BARS @ 1'-6" MAX 
SPA ALL AROUND
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SPA EPOXY GROUTED 
TO EXIST WALL

#5@12" EW
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EXPANDABLE 
WATERSTOP

SECTION 2-2

NOTES:
1. WALL PIPES SHALL BE AS INDICATED ON PLANS.
2. WHERE PIPE IS REQUIRED ON ONE SIDE ONLY, PROVIDE MJ X PE WALL PIPE.
3. WALL PIPE MATERIAL SHALL BE DUCTILE IRON OR STEEL AS INDICATED ON DRAWINGS. 
4. FOR BURIED PIPING, CONTRACTOR SHALL PROVIDE AN ADDITIONAL FIELD JOINT AS CLOSE AS  

PRACTICAL TO FACE OF WALL, BUT NO MORE THAN 5 FEET
5. USE WAX TAPE TO PROTECT ALL BURIED FERROUS SURFACES INCLUDING PAINTED SURFACES. FOR 

PROTECTION OF ADJACENT PIPE BARREL SURFACES, SHRINK WRAP MAY BE USED IN LIEU OF WAX 
TAPE, SEE SPECIFICATIONS
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EXISTING 
DISTRIBUTION
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CONTINUOUS 
EXPANDABLE
WATER STOP

CL EXISTING 24" DIA PIPE
PENETRATION AND 
NEW 8" DIA PIPE

SS PIPE

1/2"x3'-8"x3'-8" 304 SS PL

8
"

16 - 5/8" DIA SS ADHESIVE ANCHORS
(10" C/C AND WITH 2" EDGE DISTANCE,
EQUALLY SPACED)
(6" MIN EMBED)

4" WIDE X 3/16" THK
CONTINUOUS GASKET

SIKAQUICK FNP 
FORM AND POUR, 
WITH FIBERS
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1" = 1'-0"

0'3"12" 1' 2'6"9"

1/2" = 1'-0"

30" INFLUENT PIPE THRUST BLOCK DETAILS (PS-6)A

1.  PS-X REPRESENT PIPE SUPPORT TYPE. FOR PIPE SUPPORT SCHEDULE,   
     SEE SHEET 99-M-502. SEE MECHANICAL PIPING SHEETS FOR PIPE  
     SUPPORT TYPE AND LOCATIONS.

1/2" = 1'-0"

EXISTING WALL PENETRATIONB

GENERAL SHEET NOTE:
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1" = 1'-0"

SECTION 1

1

1/2" = 1'-0"

3'2'12' 4' 5'1'0'6'

1

EXISTING 24" DIA 
WALL FITTING

C DETAIL



3" V

3" V UP TO
4" VTR

3" FD-3

3" FD-2

3" SAN

SS-1

4" SAN

LEAVE 2" D LINE WITH 1" 
AIRGAP ABOVE TRENCH 
GRATING

2" D

3" CO,
12" AF

LEAVE 3" SAN LINE 
WITH AIR GAP ABOVE 
TRENCH GRATING

4" SAN
4" SAN

4" SAN

4" FCO-1

4" SAN

LEAVE 2" D LINE WITH 
1" AIRGAP ABOVE 
TRENCH GRATING

4" FCO-1

3" V

3" V UP TO
4" VTR

3" CO,
12" AF

LEAVE 3" SAN LINE 
WITH 1" AIR GAP 
ABOVE TRENCH 
GRATING

LEAVE 2" D LINE WITH 1" AIRGAP 
ABOVE TRENCH GRATING

4" FCO-1

3" FR-1

3" FD-1

4" FCO-1

3" V UP TO
4" VTR

4" SAN,
FOR CONT SEE CIVIL SITE
SHEET 00-C-1074" FCO-1

2" D

3" V

SS-1

4" FCO-1

4" SAN

3" CO,
12" AF

3" FD-3

3" FD-3

3" FD-3

4" SAN

3" FD-3

4" SAN

3" FD-2

4" SAN

4" SAN,
INV EL 673.92

SSP-1001

SSP-1002

3" FD-3

4" SAN

4" SAN,
INV EL 673.92

3" FR-1

4" SAN,
INV EL 675.83

4" SAN,
INV EL 698.35

4" SAN,
INV EL 697.88

2" PD,
FOR CONT
SEE CIVIL SITE
SHEET 00-C-107

3" CO,
12" AF

2" PD

CL EL 698.10'

SUMP PUMP
CONTROL PANEL

2" PD

2" D

4" SAN

4" SAN

4" SAN

4" SAN

2" D

3" V

3" SAN

3" FD-3

4" SAN

4" SAN

4" SAN,
INV EL 676.17
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3" CO, 
12" AF

3" V

3" CO,
12" AF

4" SAN 4" SAN

4" SAN

2" D

2" D

3" V

3" V

2" D

LEAVE 2" D LINE WITH 1" AIR 
GAP ABOVE FUNNEL RECEPTOR

2" W4

3/4" W4

2" W4

2" W4

2" W4

3/4" W4

2" W4

1 1/2" SV
PRESSURE GAUGE
AND SV

2" W4,
FOR CONT
SEE CIVIL SITE
SHEET 00-C-107

3/4" W4

SS-1

SS-1

TPP - 1002

HOSE RACK

1 1/2" SV

3/4" SV

2" W4,
CL EL 696.92

3/4" W4

3/4" SV

2" W4,
FOR CONT
SEE CIVIL SITE
SHEET 00-C-107

2" W4,
FOR CONT
SEE CIVIL SITE
SHEET 00-C-107

2" W4

3/4" W4,
DN SV IN RISER

TPP - 1003

TPP - 1001

2" W4

2" W4

BFP- 1001

2" W4,
CL EL 695.00

3/4" SV

3/4" W4

1 1/2" W4

3/4" SV

1 1/2" W4

3/4" W4

HOSE RACK

HOSE RACK

HOSE RACK

1 1/2" W4

HOSE RACK

HOSE RACK

HOSE RACK

1 1/2" SV 
3/4" SV 

1 1/2" SV

3/4" W4

1 1/2" W4

3/4" SV

2" W4,
CL EL 694.50

2" W4,
CL EL 695.00
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AEROBIC GRANULAR
SLUDGE  - PHASE 1

WATER AND DRAINAGE
ISOMETRICS

PLUMBING

411752

SAM

AJP

DAV

SP

12/20/2022

NO SCALE

RISER ISOMETRIC - DRAINAGE

NO SCALE

RISER ISOMETRIC - WATER

BLOWER BUILDING

PIPE GALLERY

PIPE GALLERY

BLOWER BUILDING

1. SEE DRAWING 00-P-001 FOR LEGENDS, ABBREVIATIONS AND
GENERAL NOTES.

GENERAL SHEET NOTES
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